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Figure 2- DynDNS Login Page 

 
Figure 3- DynDNS Successful Login 

 
Click “My Services” to enter the service page. Please click the “Add Host Service” item which is below 

the ”My Hosts“ item, as shown in Figure 4. 

Click “Add Host Services”, and its service items will appear. The Add New Hostname page helps to add a 

new DDNS. Each member may have only one free account, and one free account can have only five 

Dynamic DNS hosts. 

Click Add New Hostname to enter the DDNS setting page as shown in Figure 5. 
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Figure 4- Adding a Dynamic DNS Host 

 

 
Figure 5- The DDNS Setting Page 

 
All we have to set in this page is the “Hostname” item. The user can choose a Sub Hostname as s/he 

likes from the right-hand side of the Hostname’s drop-down list. Then select the Service Type “Host with 

IP address”. 

NOTE: You don’t have to set the “IP Address” in the same format as the 16-channel DVR’s IP Address. 

The 16-channel DVR will renew the IP Address automatically.  
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After finishing the setting, please press the “Create Host” button as shown in Figure 5. 

 
Figure 6- Hostname Created Verification 

 
Set the DDNS of the DVR 
Entering the Net Settings page 

1. Press the Menu button to enter the MAIN MENU. 

2. Select the ADVANCED SETTINGS and press the Enter button to enter the ADVANCED 

SETTINGS page. 

3. Select COMMUNICATION and press the Enter button to enter the COMMUNICATION page. 

4. Select Net Settings and press the Enter button to enter the Net Settings page. 

 

Set the Net Settings page 

There are several network settings in the Net Settings page. 

1. If provided with a DHCP server, the DVR can get an IP automatically by setting the DHCP item 

to On. When setting the DHCP item to Off, the IP Address, the Subnet Mask, the Gateway 

and the DNS Address may be manually edited. This is required for the purpose of making a 

network connection. Please consult with a qualified MIS professional to configure it. 

2. Enter the DDNS setting item of the Net Settings page. 

3. Set the DDNS MODE to On. 

4. Enter the Hostname which you created in the www.dyndns.com website to set the HOST 

NAME. The maximum number of letters in the Hostname that the DVR can support is 40 

(including the symbol of “.”). 

5. Enter the user name which you created in the www.dyndns.com website to set the USER 

NAME. 

6. Enter the user password which you created in the www.dyndns.com website to set the 

http://www.dyndns.com/�
http://www.dyndns.com/�
http://www.dyndns.com/�
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PASSWORD. 

7. Please exit the menu with saving. 

8. You can also set items 3-7 via the network. 

 

Use IE Browser 
1. Start up the Microsoft Internet Explorer, then enter the URL address of the DVR into the URL 

block and press the “Enter” button to enter the login page. 

2. Use the IP Address/api.htm? mode to set the DDNS’ arguments. For example, if the IP 

Address is 211.21.20.2, then the argument is 211.21.20.2/api.htm? 

3. Please follow the table given below to set items 3-7: 

 

Setting items Corresponding API Example 
DDNS MODE ddns.enable Set the DDNS to ON 

211.21.20.2/api.htm?ddns.enable=1 
Set the DDNS to OFF 
211.21.20.2/api.htm?ddns.enable=0 

HOST NAME ddns.hostname 211.21.20.2/api.htm?ddnshostname= 
approtech.dvrdns.org 
*It’s OK to use either capital letters or 
lowercase letters in the hostname. 

USER NAME ddns.account 211.21.20.2/api.htm?ddns.account=approdvr 
* It’s OK to use either capital letters or 
lowercase letters in the user name. 

PASSWORD ddns.password 211.21.20.2/api.htm?ddns.password=89921177
After each item it set, the page will display the corresponding message. 

 
Notice 

1. When using the Hub with the DNS function, the user has to choose either the DDNS 

function of the DVR or the DNS function of the Hub. It won’t work if you choose the 

DDNS function of the DVR and the DNS function of the Hub at the some time. 

2. If you enter the DDNS Hostname of the DVR into the URL block but fail to connect, this is 

not because the DDNS function of the DVR is ineffective. Please try again a few minutes 

later. The failure to connect occurs when the network is busy or the database of the 

www.dyndns.com website hasn’t been renewed. 

3. If the connections still fail, please enter the URL www.dyndns.com to check the IP 

Address. If the IP address has already been renewed in the current DVR’s IP Address as 

shown in Figure 7, it means the database of the www.dyndns.com website has also been 

renewed. Please wait for a few minutes before you try to connect one more time. 

 

http://www.dyndns.com/�
http://www.dyndns.com/�
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Figure 7- Verifying IP Address of DVR 
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