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User Information: 
Provides the selected user’s information of Username, Description and Group. 

(2) User Group 

Click the  to enter the User Group setting page. 

 

User Group List: 

 

Add Group User: 
1.) Click to open the Add Group User window. 2.) Enter the information of the Group 
Name and Description, then select the Authority. 3.) Set the member list from the 
available user list. 4.) Now press “Add”. 

 

Modify User Group: 
1.) Click to open the Modify User Group window. 2.) Enter the information of the Group 
Name and Description, then select the Authority. 3.) Set the member list from the 
available user list. 4.) Now press “Modify”. 

 
Delete User Group: 
1.) Select a group from the group list .2.) Now press “Yes”. 

Group Information: 
Provides the selected user’s information of Group Name, Description and Member. 

 

(3) Custom 

Click the  icon to enter the Custom setting page. 

 
User Interface Settings: 
(1) Language: Select a language from the drop-down list. 
(2) Date Format: Select the date format from the drop-down list. 
(3) Font: Click  to select the font. 
Path Settings: 
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(1) Folder for Snapshot Images: Click  to select 
(2) Folder for Export AVI Clips: Click  to select the path to save the AVI files. 
Image Settings: 
Select the aspect ratio: ( NOTE: The STRETCH status : Images are resized to full screen 
status. The aspect ratio status: When you resize images, they will retain their natural 
proportions. ) 

(1) AUTO: The JPEG compression mode comes with the STRETCH status. The MPEG 4 and 
the H264 compression modes have the aspect ratio status. 

(2) STRETCH: This status enables images in the MJPEG, MPEG4 and H264 modes to 
expand to the full screen. 

(3) FORCE TURN ON: This status enables images in the MJPEG, MPEG4 and H264 modes 
to remain in the aspect ratio status. 

Sequence Settings:  
Set the time duration (30, 60, 120, 180 or 300 seconds) from the drop-down list. 
Save: Apply the changes. 
Undo: Undo the latest changes 
Restore Default: Recover to default setting. 
 

(4) Alarm Handler 

Click the  icon to enter the Alarm Handler setting page. 

 

Sound Settings: 
(1) Tick mark the blank space to activate it. 

(2) To vary the sound file click  to change it. 
Record Settings: 
(1) Tick mark the blank space to activate it. 
(2) Select the duration from the drop-down list. 
(3) Checkmark “PreAlarm” to activate the pre-alarm function. 
SMTP Settings: 
(1) Tick mark the blank space to activate it. 

Mail Server: Enter the mail server name. 
Recipients: Enter the recipient’s e-mail address. 

(2) Set the SMTP and the E-mail address to mail the user when the alarms occur. 
Save: Apply the changes. 
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Undo: Undo the latest changes 
Restore Default: Recover the default setting. 
 

(5) Record Settings 

Click the  icon to enter the Record setting page. 

 
1   Click to add a new record saving path. 
 

 Click to delete a selected recording path. 
2  Max. Usage: Set the maximum recording quota from the drop-down list. 
 Overwrite: Checkmark to activate the function. 

3  Save: Apply the changes. 

 

 

(6) Logger 

Click the  icon to enter the Logger listing page. 

Example: 

 
 

 

(7) Alarm List 

Click the  icon to enter the Alarm listing page. 

Example: 
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5.2.4.5 Tray 

Press the  button to minimize the CMS monitor into the systray* of the Windows taskbar. 

Right click the  button once to select the functions on the list: . 

 

*: The Microsoft Windows systray is a portion of the Windows 95, Windows 98, Windows ME, Windows NT, 

Windows 2000, and Windows XP Operating Systems that help display running programs. The systray is 

located on the taskbar and is commonly in the bottom right hand corner of the screen next to the time 

display. 
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6. ADVANCED OPERATION 
 
Question 1: 

How to set up the motion detection area and its sensitivity? How to record into the SD 

card for 30 seconds when the motion has been activated and use the Microsoft 

Internet Explorer to view the recorded files? 

 

◇Set up the motion detection 

1. Click the Application button in the home page. 

2. Click the Motion detection button on the left side of the page to enter the “Motion 

Detection” page. 

3. Click and drag the mouse left button across a targeted zone to draw a red rectangle on 

the image. You can also draw the other targeted zones as you wish. 

4. Please Enable the motion detection function. 

5. Set up the sensitivity level from: Lowest, Low, Medium and High to Highest. 

6. Click the Submit button to submit the setting. 

 

◇Recording the images into an SD card while the motion detection function is 

working 

1. Click the Application button in the home page. 

2. Click the Enable button below the ALARM item on the left side of the page to enter the 

“Alarm Application Enable Setting” page. 

3. Tick on “Enable Alarm-Save Into SD Card” to activate it. 

4. Click the Submit button to submit the setting. 

NOTE: Please remember to insert the SD card into the built-in SD slot of the unit first. 

 

◇Set the recording time (the AVI duration) of the SD card 

1. Click the Application button in the home page into the “SD Card Application Setting” 

page. 

2. Choose the AVI Duration from the drop-down list. 

If you want to record the file into the SD card for 30 seconds, please choose 30 seconds. 

3. Click the Submit button to submit the setting. 
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◇Use IE to view the recorded files 

1. Click the SD Card button in the home page to enter the page containing the “FILELIST 

of MEMORY CARD”. 

2. Click the filename which you want to view. 

3. It will ask you to enter the username and password. 

4. If you didn’t set the other player before, the AVI file will be played by the Windows Media 

Player. 

 

 

Question 2: 
How to use the DynDNS to connect the Video Server by using its Sub Hostname via 

the intranet? 

 

◇Set the DDNS function 

1. Click the Network button in the home page. 

2. Click the DDNS button on the left side of the page to enter the “DDNS Setting” page. 

3. Tick on the “Enable DDNS Function” to activate it. 

4. Choose one of the DDNS Types from the drop-down list. 

If you didn’t register for a DDNS before, please choose one of the DDNS Type then 

press “Apply” button to its registering homepage and register as a member. 

5. Enter the DDNS Host Name, DDNS Account and DDNS Password which you created in 

the www.dyndns.com website. 

6. Click the Submit button to submit the setting. 

NOTE: Please refer to the APPENDIX 2 for more details. 

 

◇Set the PPPoE function 

1. Click the Network button in the home page. 

2. Click the PPPoE button on the left side of the page to enter the “PPPoE Setting” 

page. 

3. Choose “ON” from the “PPPoE Mode” list to activate it. 

4. Enter the Account and the Password which are provided from your ISP. 

5. Click the Submit button to submit the setting. 

NOTE: Please refer to section 5.1.8 for more details. 

 

 

http://www.dyndns.com/�
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◇Use the Sub Hostname to view the Video Server 

1. Click the URL block at the top of the PC screen. 

2. Type in the DDNS Host Name of the Video Server into the URL block and press 

the “Enter” button to enter the login page. 

3. Enter the user name and fill in the password. 

4. Click the “OK” button and enter the home page of the Video Server. 

 

Question 3: 

How to set the scheduled record on from, say, 6:00 PM to 7:00 PM with the recording 

rate of 1F/8S and upload the recorded file to the FTP server?  

 

◇Set the scheduled recording time 

1. Click the Application button in the home page. 

2. Click the Schedule button on the left side of the page to enter the “Schedule” page. 

3. Select one of the schedules and set the recording time period. 

4. Tick the schedule on to activate it. 

For example, if you want to set the schedule record on from 6:00 PM to 7:00 PM, please 

choose “FROM 18:00 to 19:00” on the drop-down list. Then tick on the schedule which 

you just set. 

5. Click the Submit button to submit the setting. 

 

◇Upload the recorded file via the FTP 

1. Click the Application button in the home page. 

2. Click the Enable button on the left side of the page to enter the “Record Application 

Enable Setting” page. 

3. Tick on “Enable Record - Upload Via FTP”. 

4. Click the Submit button to submit the setting. 

 

◇Set the upload rate 

1. Click the Application button. 

2. Click the FTP button on the left side of the page to enter the “FTP Application Setting” 

page. 

3. Set the last item “Upload Rate” at the bottom of the page to the rate you want. 

If you want to record at the rate of 1F/8S, please choose “1F/8S” in the drop-down list. 

 

http://192.168.1.79/nftp.htm�
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Question 4: 
How to add or modify the users and their authorities of using the Video Server? 

 

◇Entering the setting page 

1. Click the System button in the home page. 

2. Click the Users button on the left side of the page to enter the “Users” page. 

 

◇Add a new user 

1. Please enter the user name, the password, the confirmed password and choose the 

authority. 

There are three different levels of authorities, namely Admin, Operator and Viewer. 

Admin: The user who accesses with the admin name and password has the full power to 

even change the settings of the Video Server. 

Operator: The suggested choice for normal use.  

Viewer: The user who accesses with just the viewer name and password has only a limited 

power to view. 

2. Click the Submit button to submit the new user’s setting. 

◇Modify the user 

1. Click the user name you want to modify on the User List. 

2. Enter the password, the confirmed password and choose the authority. 

3. Click the Submit button to submit the new setting. 

 

◇Delete a user 

1. Click the user name you want to modify on the User List. 

2. Click the Delete button. 
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7. SPECIFICATIONS 
 
Model VS-2311BE 

Simultaneous H.264 & MJEPG video streaming.  

Simultaneous multi-profile video stream.  Video compression 

Controllable frame rate and bandwidth 

Resolutions Full D1 / 2CIF / CIF  

Frame rate Up to 30/25 in all resolutions. 

Image quality 5 levels 

Image system 

Image configurations Brightness, Contrast, Saturation, Hue (Hue for NTSC) 

Line in 
Audio 

Audio compression: u-law 

Network API(APPRO) SDK/CGI/DLL 

Network API(ONVIF) Phase II 

Recording Software 16 channel free-bundled CMS Lite 

ActiveX support YES 

PC System 
Requirement 

Microsoft Windows 2000 / Microsoft Windows XP 
/Microsoft Windows Vista 

Multi-lingual UI 

English / Traditional Chinese / Simplified Chinese / 
Czech / Dutch / Finland / French / German / Italian / 
Polish / Portuguese / Spain / Swedish / Hungarian / 
Rumanian / Turkish 

Software 

Update SD card / HTTP / FTP 

Support protocols 
IPv4, ARP, TCP, UDP, ICMP, DHCP client, DNS Client, 
DDNS Client, SMTP Client, FTP Client, PPPoE, IP 
filtering, RTSP 

Multiple authorities levels 
Security 

IP filtering 

Network 

Users 16 simultaneous user access 

Video input x 1 (BNC) / Video output x 1 (BNC) 

Ethernet 10BaseT/100BasetX, RJ-45 x 1 

24-pin push-in block for: 

alarm input x 6 / alarm-out x6 / GND x 6 / RS-485+-(2 pins) / audio input / audio 
output / 

USB port x 1 

Reset button x 1 

2-pin push-in block for power  

Port function 

SD card slot x 1 
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Alarm triggers 
Motion Detection / Alarm input / Ethernet disconnection / 
Network/Remote digital alarm input 

Alarm application SD recording / SMTP / FTP / CMS recording 

Alarm duration Programmable 

Pre-alarm 6MB (MJPEG+MPEG4) 

Alarm function 

Network active alarm 
notification 

Yes (ANNP) 

Processors 
Texas Instruments Da Vinci 355 / High performance 
32-bit RISC CPU 

DDRII memory DDRII 1Gbit 

Flash memory 256Mb 

Real-time clock Built-in 

Real-time clock battery Built-in 

Hardware 

Watchdog YES 

LED indicator Power / Status 

Button Rest button 

Dimensions (mm) 176 (W) x 49.6 (D) x 32 (H) 

DC 12V 

AC 24V Power 

Power over Ethernet (IEEE 802.3af) 

Temperature 0℃ ~ 40℃ 

Approvals CE/FCC/RoHS 

CD x 1 

Quick installation guide x 1 

Power adapter x 1 

Miscellaneous 

Package include 

USB connection line x 1 

 

Design and specification are subject to change without notice. 
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8. Functions of client PC 
  
System requirement Windows 2000, XP or above 

Browser IE 6.x 

Live Monitor Max. 16 Split , Real Time REC/ Capture/ Audio/ Live Event/ Full Screen 

Playback Viewer Playback, Time / live event Search / Export (JPEG / AVI) 

Settings Device/ System/ Camera management/ web page 
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APPENDIX 1. –Register as a DDNS member 
The DDNS（dynamic domain name system） is a function which is provided by an American 

company. Please refer to www.dyndns.com. This chapter provides the user with the basic 

instructions on how to register a free DDNS service.  

 

Registering for a DDNS 

Enter the URL www.dyndns.com. In the upper right-hand corner of the main page, where 

there is an item, ”Create Account”, as shown in Figure 1. 

 
Figure 1 

Create an account 

After clicking ”Create Account”, you will enter the Create Account page. Please complete 

the form at the bottom of the page to create your account. You will receive an e-mail 

containing instructions to activate your account. If you do not follow the directions within 48 

hours, you will need to recreate your account. 

 

Set up the DDNS 

After creating the account successfully, please enter your user name and password in the 

upper right-hand corner of the main page to login, as shown in Figure 2. 

After you login successfully, a text will appear saying “My Services”, as shown in Figure 3. 

http://www.dyndns.com/�
http://www.dyndns.com/�
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Figure 2 

 
Figure 3 

Click “My Services” to enter the service page. Please click the “Add Host Service” item 

which is below the ”My Hosts“ item, as shown in Figure 4. 

Click “Add Host Service”, and its service items will appear. The Add Dynamic DNS Host 

item helps to add a new DDNS. Each member may have only one free account, and one 

free account can have only five DDNS. 

Click Add Dynamic DNS Host to enter the DDNS setting page as shown in Figure 5. 
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Figure 4 

 

 
Figure 5 

 
All we have to set in this page is the “Hostname” item. The user can choose a Sub 

Hostname as s/he likes from the right-hand side of the Hostname’s drop-down list. 

NOTE: You don’t have to set the “IP Address” in the same format as the device’s IP 

Address. It will renew the IP Address automatically.  

After finishing the setting, please press the “Create Host” button as shown in Figure 5. 
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Figure 6 
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APPENDIX 2. –PoE Installation Method 
 

 

 

 

1. Provided accessories: 

 

IP Video Server 

Ethernet (CAT5 UTP/Straight Through) Cable 

Power over Ethernet Injector 
(input rating: DC 48V) 

AC Adapter 
(input: AC 100-240V; output: DC 48V) 

Power Cord 

 

 Warning: Please follow the steps in 
this instruction carefully. Connecting these
adapters incorrectly may result in damage to
your network devices. 
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2. IP Video Server 

 

 

 
 
 
 
 
 
 
 
 
 
 
3. Power over Ethernet Injector 

 
 
 
 
 
 
 
 
 
 
 

POWER+DATA IN: Connect a CAT 5 RJ-45 

straight- through cable from the 

POWER+DATA OUT port on the Power over

Ethernet Injector.

POWER IN: Using the supplied 48V

power supply, connect to a wall

power outlet. 

LAN IN: Connect a CAT 5 RJ-45

straight- through cable to your computer

POWER+DATA OUT: Provides the

data and power to the IP Video

Server. Connect this port to the

POWER+DATA IN port on the IP

Video Server. 
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4. Connecting the IP Video Server: please take the following steps: 

 

Step 1:  

Insert one end of a Cat 5 Ethernet RJ-45 cable into the “LIN IN” port of the Power over Ethernet 

Injector. Connect the other end of the cable to your network switch or PC. 

Step 2:  

Plug one end of the Power adapter into the “POWER IN” port of the Power over Ethernet Injector 

and the other end into your electrical outlet.  

The installed connection looks the same as in Figure 1. 

 Figure 1 

Step 3:  

Connect another Cat 5 Ethernet RJ-45 cable from the Power over Ethernet Injector 

“POWER+DATA OUT” port to the “POWER+DATA IN” port of the IP Video Server. 

The installed connection looks the same as in Figure 2 and Figure 3. 

  

Figure 2 Figure 3 

Step 4:  

The ”Act indicator” of the IP Video Server should light up. 
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APPENDIX 3. –FAQ 
 

1. Can the SD card be removed during recording? 

A：No, it cannot be removed until the recording comes to a single point. The POWER LED 

flashing light signals the SD card is operating. The green light indicates the unit is activating. The 

red light warns the SD card cannot be removed. If the SD card is withdrawn in this mode, the 

card will break. 

 

2. I’ve set the function of “Motion Detection” but it doesn’t seem to work.  

A：Check if “Motion range” and “Sensitivity” have been set before activating the function. 

 

3. My AVI files recorded in the SD card cannot be displayed. What can I do to display the files? 

A：Please visit “http://www.morgan-multimedia.com/” to download “Morgan M-JPEG codec” and 

install it, and then check the selection of the “IJP Core”. 

 

4. How to turn on/off the OSD (on screen display) on/off on the Video Server? 

A：Visit the homepage - tailpage.htm of the device, and select "ON" or "OFF" in the OSD column. 

Example: suppose the IP address of the device is 192.168.1.168 

Type in http://192.168.1.168/tailpage.htm ( a registration is needed) and select "ON" or "OFF" in 

the OSD column. 

WARNING: Please write down the IP address of the device before you turn off the OSD. 
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